
OWNER

CL'G HGT. 8'-0"AFF

NEW LOUVERED VENT COVER TIED
INTO EXISTING HVAC UNIT, MATCH
EXISTING SIZE AND LOCATION.

REFLECTED CEILING PLAN FOR LOBBY

ELECTRICAL FIXTURE SCHEDULE
NUMBER MANUFACTURER PRODUCT NAME STYLE # FINISH BALLAST/VOLTAGE DIMENSIONS LAMP REMARKS

E-1 LITHONIA LIGHTING LDN SERIES 6" LDN6 35/15 LO6WR LSS WHITE MVOLT 6-1/4" D X 6-1/2" H 15.2 WATT LED INCLUDE: EZ10 DRIVER
E-2 LITHONIA LIGHTING LDN SERIES 6" LDN6 35/15 LO6WR LSS WHITE MVOLT 6-1/4" D X 6-1/2" H 15.2 WATT LED INCLUDE: EZ10 DRIVER (FIXTURES TO BE TIED INTO EMERGENCY SYSTEM)
E-3 LITHONIA LIGHTING UCLD SERIES CABINET LIGHT UCLD 24"-30K-SWR WHITE 120 VOLT 24.12"L X 3.63"H X 1" H 12.5 WATT LED INCLUDE: UCD JB & UC ERC24 AS REQUIRED TO CONNECT SYSTEM.
E-4 LITHONIA LIGHTING 6" iGIMBAL MODULE 6iG MW LED 30K 90CRI WHITE 120 VOLT 7-1/4" D X 5-1/16" H 12.2 WATT LED INCLUDE: L7XLED T24,DIRECT LIGHTING ONTO THE REINSTALLED DEDICATION PLAQUE.

NOTE: ANY OUTLETS, LIGHT SWITCHES OR COMBINATION OF LIGHT SWITCHES AND OUTLETS INDICATED ON THE PLANS AND/OR ELEVATIONS SHALL BE PART OF THE ELECTRICAL SCOPE OF WORK.
S = NEW LIGHT SWITCH AND PLATE COVER OR REPLACE THE EXISTING WITH NEW SWITCH AND PLATE COVER.
   = NEW DUPLEX OUTLET AND PLATE COVER.
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CL'G HGT. 9'-0"AFF

UNDERSIDE OF SOFFIT
TO BE  8'-0" AFF

UNDERSIDE OF SOFFIT
TO BE  8'-0" AFF

PROPOSED CEILING AND
LIGHTING LAYOUT FOR LOBBY
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SCALE: 1/8" = 1'-0"
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AIR SUPPLY

AIR RETURN

SECURITY CAMERA

NOTE: AIR SUPPLIES AND RETURNS MAY NEED TO BE ADJUSTED SO THAT THEY
CAN BE INSTALLED IN THE PROPOSED LOCATIONS. THE SECURITY CAMERA WILL
NEED TO BE DISCONNECTED AND THEN REINSTALLED AS PART OF THE
RENOVATION PROJECT SCOPE OF WORK. ORIGINAL INSTALLER SHALL BE
CONSULTED BEFORE ANY DISCONNECTION OR REINSTALLATION WORK IS DONE
ON THE SYSTEM. CONFER WITH THE FACILITY STAFF FOR PRODUCT INFORMATION.

ADDITIONALLY, THE FOUR SMOKE DETECTORS THAT WERE IN THE LOBBY BEFORE
CONSTRUCTION BEGAN SHALL BE REPLACED AND REINSTALLED UNDER THE
SCOPE OF WORK OF THIS RENOVATION PROJECT. SMOKE DETECTORS SHALL BE
REINSTALLED AS CLOSE AS POSSIBLE TO WHERE THEY WERE ORIGINALLY
INSTALLED.

ALL HVAC WORK SHALL BE COMPLETED BY A QUALIFIED, LICENSED TRADESMAN.

APPROXIMATE LOCATION OF NEW EXIT SIGN,
REPLACING THE EXISTING.
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